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Abstract: In this paper, a novel version of the Optimal Distributed Generation Placement (ODGP)
problem regarding the siting and sizing of Renewable Energy Sources (RESs) units is presented,
called Optimal RES placement (ORESP). Power losses constitute the objective function to be
minimized, subject to operational constraints. The simultaneous installation of a mix of RESs
is considered and the Capacity Factor (CF) ratio is used as an aid for taking into account: (a) the
geographical characteristics of the area, in which the examined Distribution Network (DN) is placed,
(b) the different weather conditions, and (c) the availability of RESs, all of that at the same time,
while keeping the problem complexity at minimum. The contribution of this work is that the
proposed methodology bypasses the weather uncertainties and, thus, the RESs’ power generation
stochasticity and provides an adequate solution with minimum computational burden and time,
since the proposed CF use allows solving the problem under a straightforward way. Unified Particle
Swarm Optimization (uPSO) is used for solving ODGP and ORESP. Moreover, a sensitivity analysis
regarding the CFs variations is performed and finally a comparison of the proposed method with a
more realistic one is performed, to consolidate further the claims of this paper. The proposed method
is evaluated on RES-region-modified 33- and 118 bus systems.

Keywords: loss minimization; optimal DG placement; optimal DG sizing; optimal RES placement;
optimal RES sizing; PSO; capacity factor

1. Introduction

The implementation of Distributed Generation (DG) has been considered as an efficient way
to exploit the advantages provided by the dispersion of small and/or medium sized power units.
Installation of such power units, mostly in distribution level, has proved to contribute to several
grid-operation issues, such as: loss reduction, either alone [1], or in combination with capacitor
banks [2]; considering reliability [3], or even improving it [4]; voltage stability [5], or other, such as
improving DG, or RES penetration [6], reducing the RESs’ integration issues in the DN [7] or applied
to remote hybrid renewable energy systems [8]. The basic challenge towards the most effective DG
penetration is the optimal siting and sizing of the units. Moreover, if storage technologies are to be
included, perhaps even better results might be achieved in terms of power quality [9], or smartening
the grid [10]. Traditionally, the problem involves the optimization of an objective function by detecting
the optimal installation points for the DG units along with their optimal capacity. According to
the selected DG technology, either the Optimal Distributed Generation Placement (ODGP) problem
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for conventional units, or the Optimal Renewable Energy Sources Placement (ORESP) problem for
Renewable Energy Sources (RES) units is referred to. It is assumed that the grid penetration of new
DGs or RESs will be determined by the Distribution Network Operator (DNO) in terms of a specific
strategic plan regarding the optimum location and size for these new power units with the aim to
benefit the grid and exploit better the merits of the DG units.

Given this clarification, the ODGP problem for loss minimization in Distribution Network (DN),
refers to the optimal siting and sizing of DG units. Such power units are expected to be installed
by private investors, under the condition that the DNO would provide guidelines to convey such
investments in the recommended locations. These guidelines would in turn conform to the DNO’s
strategic plan about loss reduction under ODGP.

The optimal solution for both the aforementioned problems, ODGP and ORESP, towards loss
minimization involves the optimization of four variables: the number of units to be installed,
the installation points, the capacity of each unit and the aggregated DG or RES capacity to be
penetrated. For the ODGP problem most of the published methodologies [11–23] usually optimize at
most three out of the four aforementioned variables, therefore their solutions could not be considered
globally optimal. Even with one variable predefined, e.g., the number of units to be installed,
the solution is biased and thus it cannot be considered optimal.

Some examples of biased approaches are found in [11–21], where constraints, or pre-sets of at
least one of the aforementioned variables, is embedded in the solution process, respectively. There are
upper limits [11], upper as well as lower limits for active power [12], same limitations for reactive
power [13], as well as apparent power [14] for each DG to be installed. The same applies to [15] as
well, confining in that way the optimal solution. In [16] only one DG is considered for installation and
there is a constriction on the total DG power not exceeding the total load installed, which constriction
is extended in [17], where more than one DG are to be installed, though they are installed one at a time.
In [18] the total apparent power of the DGs must be within pre-established thresholds (i.e., between
10% and 80% of the total apparent power load). In [19] the total active power of DGs must also be
less than a pre-set limit which is also the algorithm’s termination criterion. Furthermore, there are
other penetration schemes relating the optimal solution with the number of DG units to be optimally
allocated. More specific, in [20] the problem is solved until a specific predefined number of DG units
yield minimum losses, whereas in [21] the same principle is extended to a multi-objective problem,
where power loss reduction and voltage profile improvement are considered simultaneously.

A different approach addresses the ODGP problem as two separate optimization problems [22],
in a sequential order [23]. In these latter cases, since the solution is influenced by the order regarding
the optimization of the two individual sub-problems, it cannot be considered as optimal, but rather
sub-optimal. Therefore, the optimal solution, or a near optimal at least, regarding the ODGP problem
results from the simultaneous optimization of all variables, as shown in [24].

The ORESP problem could be viewed as a special case of the ODGP problem, since the RES’s
power generation variations are imposed by natural resources potentials at each candidate installation
area. In this case, several alternatives to the problem formulation are offered.

More specifically, an alternative approach aims in solving the problem on a sequential approach
meaning that firstly the optimal siting and sizing of the RES units is determined by facing them as
conventional DG units and then their technology type, e.g., PV or Wind Power, is defined, as in [25].
The problem in this case is that no mix of RESs is examined and the solution could be somehow
biased. If an optimal mix is required, an investigation about the way the DGs affect power quality
and reliability issues must be performed, since the DG penetration level could be limited by harmonic
distortion caused by the inverter-based DG units, as well as by protection coordination constraints
because of the variation in fault current caused by synchronous-based DG units [26]. Another approach
is to apply the Effective Load Factors (ELFs) concept for each bus and each technology of DG [27], but in
this case the approach could just be considered a spare of computational effort while the solutions could
rely on approximations. In [28], the optimal mix of DGs of different technologies has been achieved
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via stochastic models of wind speed and solar irradiance. The problem though in this approach is that
the candidate nodes for DG installation are predefined and thus, only the sizing of them is determined.
Finally, the different DG technologies could be categorized based on their power output, i.e., whether
they can control active/reactive power independently (PQ mode, or constant power factor mode),
or active power and voltage (PV mode, or variable reactive power mode), as presented in [29]. In this
work, the goal is to optimize a multi-objective function that considers both power loss minimization
and optimal voltage profile for the DN by simultaneously yielding the optimal siting and sizing of
the DG units under consideration. However, the aforementioned distinction between different DG
technologies might not be adequate enough, since it is applied in terms of power type management i.e.,
active/reactive power, and not in terms of energy resource, i.e., solar, wind, hydro, etc., or availability
of that resources.

In this paper, both aforementioned problems are examined. The optimal siting and sizing of both
DG or RES units is specified via the nodal power requirements that could achieve loss minimization.
Unified Particle Swarm Optimization (uPSO) [30] technique is examined for both problems and the
methodology is applied to two widely used networks: a radial one with no installed DG units, i.e., the
IEEE-33 bus system, and a meshed one with existing DG penetration, i.e., the IEEE-118 bus system.
For the ORESP case in particular, Capacity Factors (CFs) are introduced and the buses of the examined
DNs are divided into regions with different CFs, reflecting different areas with different potential
of installing RESs and more specifically, Photovoltaic (PV), Wind Power (WP) and micro or small
Hydro Power plants (HD). The aim is to examine the optimal mix of RESs in a DN with the aid of CFs,
while retaining the problem complexity at minimum, instead of a more comprehensive and realistic
case study, which will consume much more time and effort. A sensitivity analysis of all possible CF
permutations among all areas of each DN is performed, in order to examine how these variations
about the potential of the natural resources affect the solution and finally a comparison with a more
comprehensive and realistic approach is presented, from the aggregator’s perspective, in order to
consolidate the claims of the proposed methodology. The results highlight how the solution to the
ORESP problem differentiates from the corresponding one for the ODGP problem due to the use of
variable CFs, instead of a unity CF and how the particual use of CF leads to much less computational
effort, while achieving an adequate solution. The required simulations have been conducted in Matlab,
using MATPOWER [31].

This paper is organized as follows: in Section 2 the problem formulation along with the PSO
algorithm for ODGP and ORESP is presented. In Section 3, the examined DNs are demonstrated
along with the results after the algorithm application. The sensitivity analysis for the ORESP is also
contemplated and presented. Section 4 includes a comparison between the proposed method and a
more realistic one, whereas Section 5 is devoted to conclusions.

2. Proposed Methodology

2.1. Problem Formulation

In this work, the optimal penetration of DG or RES units is implemented towards loss
minimization. Thus, the objective function to be minimized is:

Floss = min
nl

∑
i,j=1
i 6=j

gi,j(V2
i + V2

j − 2ViVj cos(θi − θj)) (1)

where:

• Vi, Vj are the voltage magnitudes of bus i and j.
• gi,j is the conductance between buses i and j.
• θi, θj are the voltage angles of bus i and j.
• nl is the total number of branches.
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• Floss is the objective function.

The problem expressed by Equation (1) is subject to the following constraints:

Vmin
i ≤ Vi ≤ Vmax

i (2)

Ik ≤ Imax
k (3)

where:

• Vi is the voltage of node i,
• Vmin

i , Vmax
i are the bus lower and upper voltage limits, respectively,

• Ik is the current of k line, and,
• Imax

k is the thermal current limit of k line.

The ODGP is a mixed-integer non-linear constrained (MINLC) optimization problem. In general,
constrained problems can be solved using either deterministic, or stochastic algorithms. However,
deterministic approaches such as feasible direction and generalized gradient descent, require strong
mathematical properties of the objective function such as continuity [32] and differentiability [33].
In cases where these properties are absent, evolutionary computation, such as PSO, offers reliable
alternative methods. This has been recently verified in [34].

Since most evolutionary approaches were primarily designed to address unconstrained problems,
constraint-handling techniques are usually required to detect only feasible solutions. The most common
constraint handling technique is the use of penalty functions, for which it is deduced that despite their
drawbacks, they perform rather efficiently, provided a proper calibration of the penalty parameters
is undertaken [30]. According to this approach, the original objective function is transformed to a
function that penalizes unfeasible solutions by adding penalties to their values based on the number
and magnitude of violated constraints, as follows [14]:

P(x) = min[ f (x) + Ω(x)] (4)

Ω(x) = ρ{g2(x) + [max(0, h(x))]2} (5)

where:

• P(x) is the penalty function, or PF.
• f (x) is the objective function (Floss).
• Ω(x), ρ are the penalty term and penalty factor, respectively.
• g(x), h(x) refer to equality and inequality constraints, respectively.

Therefore, for the ODGP problem, the updated Penalty Function (PF) could be written as follows:

PFODGP = min[Floss + ΩP + ΩQ + ΩV + ΩL)] (6)

with ΩP, ΩQ, referring to the active and reactive equilibria of each node of the DN, acting as penalty
terms of the equality constraints, respectively, i.e.,:

ΩP = ρP

nb

∑
i=1

{
PG,i − PD,i −

nb

∑
j=1
|Vi||Vj||Yi,j| cos(δi,j − θi + θj)

}2
(7)

ΩQ = ρQ

nb

∑
i=1

{
QG,i −QD,i +

nb

∑
j=1
|Vi||Vj||Yi,j| sin(δi,j − θi + θj)

}2
(8)

and ΩV , ΩL, referring to the voltage bus limit of each node and thermal line limit of each line of the
DN, acting as penalty terms of the inequality constraints, respectively, i.e.,:

ΩV = ρV

nb

∑
i=1

{
max(0, Vmin

i −Vi)
}2

+ ρV

nb

∑
i=1

{
max(0, Vi −Vmax

i )
}2

(9)



Energies 2019, 12, 1250 5 of 32

ΩL = ρL

nl

∑
k=1

{
max(0, Ik − Imax

k )
}2 (10)

where:

• PG,i is the real power generation on bus i,
• QG,i is the reactive power generation on bus i,
• PD,i is the real power demand on bus i,
• QD,i is the reactive power demand on bus i,
• nb is the total number of network’s buses,
• nl is the total number of network’s lines,
• Yi,j is the magnitude of bus admittance element i, j,
• δi,j is the angle of bus admittance element i, j.

2.2. PSO for ODGP Problem

The ODGP problem consists of finding the optimal installation points for DG units (siting),
along with their optimal capacity (sizing). To ensure a non-biased solution, apart from siting and
sizing, the number of DG units to be installed and the total aggregated DG capacity to be penetrated,
should be considered. Therefore, the solution should refer to the simultaneous optimization of all these
four mentioned variables [24]. Moreover, as stated earlier, the ODGP is a MINLC optimization problem,
subject to several constraints, and the computational volume is susceptible to exponential increase.
In this paper, the problem is solved via PSO algorithm due to its ability to provide efficient solutions
under minimum computational effort and a particular version of PSO called uPSO, developed by
Parsopoulos and Vrahatis [30].

uPSO is a version of PSO in which the two basic versions of PSO, i.e., the Global and Local
PSO are merged. The former promotes mainly the exploitation of the solution space, whereas the
latter encourages mostly the exploration. Hence, uPSO aims to highlight their advantages while,
in parallel, refraining their flaws, thus providing a better balance between exploration and exploitation
of the solution space, and therefore improving the swarm’s ability to avoid local optima and reduce
convergence time. In this paper a specific version of uPSO is used, using constriction factor and swarm
partitioning, as shown in [35], where the introduction of uPSO in the ODGP problem is presented and
in [36], where a more thorough comparative analysis of uPSO against other methods is contemplated.
A generic flowchart and a vector diagram regarding the velocity and position determination are
presented in Figures 1 and 2.

Figure 1. PSO flowchart.
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Figure 2. PSO—velocity vector diagram.

The particle formulation, that is the solution space for the ODGP problem, is the following:

XODGP
p = [i, ..., m, Pi, ..., Pm] (11)

where:

• i is the bus number.
• m the number of generators.
• Pi refers to active power generation at ith node.

The specific formulation for each particle ensures that all problem variables are optimized
simultaneously. The first part of the particle (i.e., ni, ..., ng) denotes that all nodes are candidates
for DG installation, thus no constraints for the number of the DG units or the installation points
are imposed. The second part (i.e., Pni , ..., Png ) denotes that no pre–definitions of the aggregated DG
capacity and each unit’s capacity are embedded in the problem.

2.3. PSO for ORESP Problem

The basic difference between the ODGP and ORESP problems is that in the latter, variations
regarding the power output of RESs related to their technology and the natural resources’ potential
have to be taken into account. For example, in this paper, solar irradiance, wind speed and water
availability are expected to vary among candidate installation points within a DN, and these variations
could have a significant impact on the optimal siting and sizing of such RESs, especially when a mix
of various RES technologies is examined. In this paper, as aforementioned earlier, three different
technologies of RESs are considered available for installation: PV, WP and HD units. Thus, apart from
the optimal siting and sizing the optimal mix of different types of RESs units should be incorporated.
In this paper, this additional complexity is introduced by the appropriate reformulation of each particle
Xp and of the corresponding penalty function PF, as presented in Equations (12) and (13):

XORESP
p = [i(PV), ..., m(PV), Pi(PV), ..., Pm(PV),

i(WP), ..., m(WP), Pi(WP), ..., Pm(WP),

i(HD), ..., m(HD), Pi(HD), ..., Pm(HD)]

(12)

PFORESP = min[Floss + ΩP + ΩQ + ΩV + ΩL −ΩCF] (13)

where:

ΩCF = ρCF

rmax

∑
r=1

CFr (14)

• rmax is the number of RESs, and
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• ρCF is the corresponding penalty term.

As observed in Equation (12), each particle in the ORESP problem consists of three parts, each
describing the optimal siting and sizing of each RES technology, as in the ODGP problem. The particle
formulation in Equation (12) ensures that all available RES technologies are examined concurrently for
installation in the network, hence avoiding any bias. Thus, the optimal solution under the proposed
approach refers to the following optimization:

• optimal siting of RESs units,
• optimal sizing of RESs units,
• optimal aggregated RES capacity to be penetrated,
• optimal mix of RES technologies, and,
• optimal optimal number of units regarding each RES technology and in total,

The additional variable’s implementation is performed by the aid of the CFs for the three RES
technologies at each node. Each node should be treated as a candidate installation point with different
CFs concerning the three examined RES technologies. The values of these CFs express the potential
of the respective natural resources in this particular installation point. Thus, the promotion of one or
more RES technologies for installation will be defined by the solution algorithm.

The PF for the ORESP formulation, shown in Equation (13), differentiates from the corresponding
PF for the ODGP problem as presented in Equation (6), due to an additional penalty term that should
be considered regarding the CFs, as seen in Equation (14). The network nodes are divided into regions,
representing different areas with different natural characteristics and resources, therefore different CFs.
Thus, according to their positions, RES units obtain their appropriate CFs. These CFs are then added
up together and the sum is subtracted from the PF.

The contribution of the proposed methodology is the consideration of one or more RES
technologies via their respective CFs; the CFs’ incorporation to the shaping of the final solution
through the addition of one simple penalty term, i.e., the CFs’ penalty term; the consideration of all
examined RES technologies for possible installation happens concurrently, ergo the final solution will
not be biased as it would be if different RES technologies are installed one technology at a time [25].

The PF is problem- and constraint-dependent, i.e., it cannot bear a univocal and constant value for
all the penalty terms and for all the test cases. Thus, after thorough examination, the penalty terms of
each penalty factor, are given the appropriate value in order to be comparable with the target function.
Special care has been drawn upon the CFs’ constraint penalty term which is given a suitably high
value, reflecting the term’s strict prohibition upon geography and natural resources.

3. Results

3.1. Examined DNs

The proposed methodology for both ODGP and ORESP problems has been applied on the typical
33 [37] and 118 [38] bus systems. These DNs have been selected, in order to cover a wide application
spectrum, since the first one is a radial network without DG units installed, whereas the second one is
a meshed one, with a high penetration of DG units. To assign different capacity for the local natural
resources at each node, each DN has been divided into three areas. Within each area each node is
assigned a CF corresponding to the three examined RES technologies. Assuming that each area is
relatively small, it is rational to accept that the nodes within each sub-area share the same CFs for the
respective RES technologies. Figures 3 and 4 present the aforementioned DNs, while the three areas
with different CFs are suitably shaded.

In Table 1 the values for the CFs used for this paper, as a case study, are presented. It should be
stated that these values constitute typical values regarding PV, WT and HD units, respectively [39–41].
Especially for HD units the possible values for their respective CF are either zero, if there is no
availability of water resources in the area, or 0.45, if otherwise. Furthermore, as a base case scenario,
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the CFs have been assigned at each area, so that each resource would be promoted more than the
others in a particular area, e.g., the WPs in area #1, as shown in Table 1 and also in Figures 3 and 4.

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

19 20 21 22

23 24 25 26 27 28 29 30 31 32 33

S/S
Area #1

Area #2

Area #2

Area #3

Figure 3. 33 bus system divided in three areas.

Area #2

Area #3

Area #1

Figure 4. 118 bus system divided in three areas.
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Table 1. CFs values.

Area RES Technology
WP PV HD

Area #1 0.28 0.10 0.00
Area #2 0.00 0.15 0.00
Area #3 0.14 0.10 0.45

3.2. Results about the Examined Scenarios

For consistency reasons with most of the published respective methodologies and current real
practice, both ODGP and ORESP have been examined considering DG and RES units, respectively,
as active power producers. The reason for this is that the majority of the existing ODGP approaches
examine the installation of DG units with unity power factor. Therefore in order to enable a direct
comparison between the two problems (ODGP and ORESP) both WP and HD units were assumed to
produce only active power. In Tables 2–5 the results about the ODGP and ORESP problems for the 33
and 118 bus systems are accordingly presented. CFs for the ORESP are presented in Table 1.

The results shown in Tables 2 and 3 indicate that both approaches yield almost the same loss
reduction. It is also apparent that the majority of the nodes (4 nodes in ORESP from 6 in ODGP,
respectively) that emerge as the critical ones for DG installation towards loss minimization are still the
prevalent ones to also host RESs. Finally, based on the CFs values to the three DN areas, the algorithm
promotes the installation of the most appropriate RES technology to the areas with the highest CFs.

Table 2. ODGP results for 33 bus system.

ODGP—33 Bus System

Initial
losses

Loss
reduction

Aggregated
DG capacity

211 kW 69.06% 3.22 MW

DG hosting node number and power (kW)

Bus No. 6 10 16 24 25 31
DG Size (kW) 792.3 392.8 379.2 543.8 420.8 687.9

Table 3. ORESP results for 33 bus system.

ORESP—33 Bus System

Initial
losses

Loss
reduction

Aggregated
DG capacity

211 kW 68.43% 3.22 MW

RES hosting node number and power (kW)

Bus No. 6 14 24 25 31
RES type WP WP PV PV HD

RES Size (kW) 926.3 646.8 545.0 420.2 686.4

Although the aggregated RES capacity is lower than the corresponding of DG, since in the 118 Bus
system there is already DG installed, the results shown in Tables 4 and 5 indicate a smoother capacity
distribution for the ODGP problem as compared to the ORESP, where a larger number of RES units is
installed. In this latter case the majority of the RES units constitute relatively small units while only
three nodes are prevalent to host large PV or HD units, i.e., node 41, 54 and 70, respectively. Apart from
that, loss reduction is higher in the ODGP problem as compared to ORESP, because in ODGP all nodes
share the same production potential (i.e., candidate units with unity CF), thus the nodes’ position is
expected to play essential role towards the optimal solution.



Energies 2019, 12, 1250 10 of 32

Table 4. ODGP results for 118 bus system.

ODGP—118 Bus System

Initial
losses

Loss
reduction

Aggregated
DG capacity

132.86 MW 31.99% 755.39 MW

DG hosting node number and power (MW)

Bus No. 1 2 20 28 31 40 42 43 44 45 52
DG Size (kW) 10.90 19.26 16.85 18.77 92.48 70.99 21.11 0.54 43.11 15.53 15.47

Bus No. 53 54 56 70 74 76 107 112 117 118
DG Size (kW) 11.91 47.69 97.56 34.92 76.22 35.65 28.78 47.07 9.50 41.08

Table 5. ORESP results for 118 bus system.

ORESP—118 Bus System

Initial
losses

Loss
reduction

Aggregated
DG capacity

132.86 kW 24.71% 659.12 MW

RES hosting node number, type, and power (MW)

Bus No. 1 2 19 21 95 97 98 102 16 33 34
RES type WP WP WP WP WP WP WP WP PV PV PV

RES Size (kW) 11.11 12.80 9.54 1.56 6.45 5.26 5.35 4.86 0.04 2.93 0.60

Bus No. 40 41 42 54 59 63 84 98 112 118 24
RES type PV PV PV PV PV PV PV PV PV PV HD

RES Size (kW) 2.20 105.02 14.98 216.87 4.15 2.45 3.38 0.94 21.51 0.07 3.97

Bus No. 34 38 70 83 88 94 95 103 104 112
RES type HD HD HD HD HD HD HD HD HD HD

RES Size (kW) 20.49 11.81 138.73 2.72 0.21 2.36 3.34 0.20 29.48 13.75

In the ORESP problem the different CFs for the nodes among the three DN areas modify the
problem since the algorithm is guided to perform a compromise between the prioritization of the
candidate nodes to host units and their power production potentials defined by the assigned CFs.
By that sense, the solution regarding the ORESP problem shown in Tables 2–5 is expected to be
altered given different CF values from those shown in Table 1. Nevertheless, the analysis in this paper
proposes an efficient formulation concerning the structure of the PSO algorithm, both the particle
formulation and problem statement, for the ORESP problem and the results highlight that the solution
in this case is modified in terms of siting and sizing about the RES units with respect to the solution
derived from the ODGP problem. Thus, although some network nodes seem to be prioritized for
power unit installation, this observation might not be valid when different production potential are
taken into account.

In Figure 5 the voltage profile of the 33 bus system is presented.
Although the voltage profile improvement for both problems seems to be almost the same, as

presented in Figure 5, some nodes experience a slightly better voltage profile in the ODGP problem
with respect to the ORESP. This is because the power capacity deviations among DG units are smaller
than the respective ones among the RESs. Thus, the aggregated penetrated DG capacity is distributed
at the installation nodes under a more uniform dispersion with respect to the ORESP case. The same
conclusion stands for the 118 bus system as illustrated in Table 6.
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Figure 5. Voltage profile for 33 bus system regarding the ODGP and ORESP problems.

Table 6. Average voltage profile for the 118 bus system.

Initial ODGP ORESP

Average voltage (p.u.) 0.9857 0.9867 0.9862

3.3. Sensitivity Analysis Regarding the CFs Assignment

A crucial aspect of the ORESP problem formulation is the selection of the CF value of each node,
since changes of the CFs of various RES types among the considered network areas or among the
nodes of the same area, are expected to assign different power production capabilities for each node.
Therefore, these changes are expected to prioritize specific nodes for RES installation with respect to
others. This could be assumed valid, if the impact of each node’s position across the network for loss
minimization is negligible. Therefore, it is accepted that the nodes with the highest CFs are expected to
host the respective RES technologies. To investigate the impact of CF variations among the network,
on both siting and sizing of RESs, a sensitivity analysis regarding all possible permutations for the
CFs shown in Table 1 has been performed. The possible CF permutations of the same RES technology
per column (i.e., for the 3 areas) is equal to six, thus considering three RES technologies for each DN
the total scenarios examined is equal to 63 = 216. In Figure 6 the results provided by the sensitivity
analysis concerning the 33 bus system are presented.

In Figure 6 the primary (left) y-axis presents the % participation frequency of each node for the
216 different scenarios regarding different assignments of the CFs of Table 1 among the network’s
nodes, while the secondary (right) y-axis presents the mean capacity for all types of RES units. Figure 6
presents the prioritization of the network’s nodes for RES installation along with the mean power
production of the respective units for loss minimization, for all possible prioritizations concerning
the power production potentials of the nodes. The first six more frequent nodes to host RESs among
the 216 scenarios for the ORESP are nodes 6, 14, 21, 24, 25 and 31 regardless of the CFs assignment
among the three areas, while the optimal nodes for DG installation for the ODGP problem are nodes 6,
10, 16, 24, 25 and 31 (Tables 2 and 3). Four out of six nodes for the ODGP problem are the ones to be
the optimal for RES installation concerning the ORESP problem regardless of the nodes’ production
potential. The results show that for either DG or RES units, some specific nodes seem to constitute more
dominant installation points but further investigation is required to come up to a safer conclusion.

In Figure 7 the variations regarding different RES technologies installation for node 6 (33 bus
system) and for all 216 examined scenarios are presented. It is observed that for this node, the most
frequent RES type assignment concerns the installation of HD units while the less frequent one concerns
PV units. It should also be reminded that this specific node is indicated by the algorithm as a highly
prevalent node regarding DG or RES installation towards loss minimization. Thus, since the CF for HD
units is too high with respect to the other two RES technologies, the algorithm recommends in most
cases the installation of HD units in this node, whenever water is available in the area. Nevertheless,
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the sensitivity analysis provides all the information for the RES type installation and for each node,
with respect to the CFs changes among the defined areas of each DN. This could potentially indicate
possible correlations between the natural resources capacity of each node and the actual RES type
requirements for loss minimization.

Figure 6. Sensitivity analysis regarding CF variations for 33 bus system.

Figure 7. Sensitivity analysis regarding different RES type installation for node 6 (33 bus system):
(a) PV (b) WP (c) HD.
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4. Detailed Analysis with Load and Generation Timeseries

The ORESP, as examined above, takes into account a particular state of an examined DN, i.e.,
a particular state of the load, or a single snapshot of it. However, for a more realistic approach,
time is a vital factor, since the load changes over time, as well as the generation of a RES unit. Thus,
time variations for the loads on the buses should be considered, as well as for the generation of the RES
units to be installed. This leads to using timeseries for both of them. It also means that the objective
function should be expanded from power to energy loss reduction, as depicted in Equation (15):

Floss = min
ttotal

∑
∆t=1

nl

∑
i,j=1
i 6=j

gi,j(V2
i + V2

j − 2ViVj cos(θi − θj)) (15)

where:

• ∆t is the time interval considered and,
• ttotal is the total time period considered.

since, the impact of power losses over time, i.e., energy losses, becomes the real issue now.
Regarding the constraints, they remain the same as stated in Section 2. The difference is that a

time period is considered and therefore the worst cases over that time period are taken into account,
and those are considered as inputs for the penalty terms and finally into the formulation of the PF.
For instance, for the maximum voltage constraint, the maximum bus voltage reached during the time
period examined for each node is taken into account, since this is the most severe case.

As for the particle formulation for this case, it remains the same as in Equation (12). However,
instead of introducing CFs in every single bus of the examined DN, according to the area that belongs
to, a particular timeseries of weather conditions is assigned, e.g., solar irradiance or wind speed. This,
in turn, leads to particular RES generation timeseries and, hence, a specific CF for a RES technology.

4.1. Load Variation

To simulate load variations over time, standard load profiles provided online by [42], have been
retrieved. These standard load profiles are annual timeseries in a quarter of an hour interval. For
combining them with the examined DN, the following assumptions are made:

1. the examined DN’s single snapshot is the annual DN’s load peak,
2. the total DN load, as seen from the Slack Bus, follows the standard load profile’s pattern,
3. the buses’ load profile follow their own random individual patterns, while not breaching any DN

constraint, thus, no uniform load variations are considered, and,
4. their total summation is equal to that seen from the Slack Bus, plus losses.

This aims to create, not only a load variation, but also load variation diversity, since the load on
each bus follows seemingly each own load profile. These are depicted in Figures 8 and 9, where it can
be seen that the loads on three buses, 3, 10 and 22 of the 33 bus system, follow their own individual load
profiles, and, when combined, the load, as seen from Slack Bus’ point of view, follows the standard
load profile.
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Figure 8. Daily load profiles of Slack Bus and Buses 3, 10 and 22 of the 33 Bus System.

Figure 9. Daily load profiles of Buses 3, 10 and 22 of the 33 Bus System zoomed in.

4.2. Generation Variation

In this case, only PV and WP generation will be taken into account. HD units have been omitted
for this part, as they are susceptible to less stochasticity and hence unpredictability than the others.

4.2.1. PV

For the PV generation, real data of irradiance have been used directly, that is, the solar irradiance
timeseries data have been retrieved from SoDa Service [43]. In this paper, the power generated by a
PV unit is considered to be depended on solar irradiance and its rated power. In Figure 10 the solar
irradiance for two buses within a period of one day is presented and its respective variation, reflecting
in that way various weather conditions, such as cloudiness.

Figure 10. Daily Solar Irradiance Variation.
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4.2.2. WP

For the WP generation, synthetic data have been generated, based on real wind speed data
measurements from Serifos Island, Greece.

More specifically, the Weibull probability distribution function (pdf) fw(x) is selected [44], as a
good model of the wind speed’s uncertainty [45]:

fw(x) =
κ

λ

( x
λ

)κ−1
exp

[
−
( x

λ

)κ
]

(16)

where κ and λ are the Weibull shape and scale parameters, respectively, determined by the real wind
speed data measurements.

The power output of the WP units, being depended on the on-site wind speed and power
performance curve, is calculated as follows:

PWP(v) =


0 0 ≤ v ≤ vci
PRated

WP
v−vci

vRated−vci
vci ≤ v ≤ vrated

PRated
WP vRated ≤ v ≤ vco

0 vco ≤ v

(17)

where:

• PWP, is the power output of the WP unit according to the current wind speed,
• PRated

WP , is the rated power of the WP unit,
• vci, vRated and vco are the cut-in, rated and cut-out speed of the WP unit, respectively.

As cut-in, rated and cut-out speeds for the WP units 4, 12 and 24 m/s have been selected as typical
values for most of the WP units [28]. In Figure 11 wind speed in various buses is presented within a
period of one day.

Figure 11. Daily Wind Speed Variation.

4.3. Implementation

For the application, the 33 bus system is used and it is divided into two areas instead of three, as
depicted in Figure 12. As in the case of the CFs, each area is assigned with certain weather conditions
and more specifically with certain solar irradiance and wind speed timeseries according to the time
period examined. These timeseries are not identical for every bus of the same area, but within a
variance range of ±20%, so that apart from generation variation, also generation variation diversity is
taken into account.
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1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

19 20 21 22

23 24 25 26 27 28 29 30 31 32 33

S/S

Area #1 Area #2

Figure 12. 33 bus system divided in two areas.

With the use of those weather conditions timeseries, the respective RES generation timseseries
can be calculated, as presented in Sections 4.2.1 and 4.2.2. Ergo, for each bus, according to its location,
a particular generation pattern for either PV, or WP is assigned.

Additionally, the RES units have been considered to provide not only active power, but also
reactive power control capabilities [46], in order to prevent voltage rise [47] and enable high RES
penetration [48].

For this section, three scenarios have been contemplated, shown also in Table 7:

1. Scenario #1: Αrea #1 has significantly better solar potential than wind potential, and Area #2 vice
versa. Τhat is, in Area #1 PVs are promoted and in Area #2 WPs,

2. Scenario #2: The opposite of Scenario #1, where Αrea #1 has significantly better wind potential
than solar potential, and Area #2 vice versa. Τhat is, in Area #1 WPs are promoted and in Area #2
PVs, and,

3. Scenario #3: Both Areas have good solar and wind potential. That is, in both areas PVs and WPs
are promoted for installation.

Table 7. Scenarios considered.

Scenario RES Technology
PV WP

#1 Area #1 Area #2
#2 Area #2 Area #1
#3 Both Areas Both Areas

The results of this implementation are presented in Tables 8–10, and Figures 13–15. The period
of one year has been considered. In the tables apart from the Bus Number, where the RES units will
be installed, the area where these Bus Numbers belong to, are also given and their respective CFs,
according to the Bus Numbers’ location, as calculated after the installation of the RES unit. As can be
seen, PVs have been installed in both Areas, with the only difference being the different CF, circa 18%
and 11%, whereas WPs only to the area where wind potential was the most potent, with a CF ranging
from circa 34% to 39%. As can be deduced, apart some minor differences, certain Bus Numbers appear
in all three scenarios, as, for example, Buses 3, 6 and 20, to host RES units, regardless of technology,
indicating, as also mentioned in Section 3, further that some buses are critical, or prevalent for DG
installation, regardless of RES technology, bearing in mind a specific objective, in this paper being
loss reduction.
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Table 8. Detailed Analysis—Scenario #1.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No. CF Bus

No.
P

(kW)
Q

(kVAr)
Area
No. CF

3 427.16 24.32 1 18.07 10 0.00 90.11 2 35.43
4 0.00 8.00 1 18.19 11 343.36 4.28 2 38.04
6 645.00 23.35 1 18.12 17 240.55 0.93 2 39.27
7 0.00 0.13 1 18.28 30 377.93 267.84 2 38.94

14 589.81 33.25 2 10.98
16 5.03 47.05 2 10.89
21 218.46 0.00 1 18.23

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

7 1885.46 136.10 4 961.85 363.15

Total RES No. Total RES P (kW) Total RES Q (kVAr)
11 2847.31 499.25

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 2601.79 −51.85

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

19 20 21 22

23 24 25 26 27 28 29 30 31 32 33

S/S

Area #1 Area #2

PV

WP

Figure 13. Detailed Analysis—Scenario #1 solution.

Table 9. Detailed Analysis—Scenario #2.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No. CF Bus

No.
P

(kW)
Q

(kVAr)
Area
No. CF

3 429.47 215.49 1 10.86 3 270.87 223.67 2 37.23
6 0.00 0.13 1 10.82 5 177.78 0.00 2 38.83

11 221.30 114.86 2 18.11 6 375.30 124.82 2 34.37
15 409.77 0.00 2 18.07 8 547.76 20.16 2 37.49
17 0.00 76.04 2 18.00 20 195.47 0.00 2 38.83
30 374.16 247.72 2 18.19
33 0.00 18.79 2 18.09

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

7 1434.70 673.02 5 1567.18 368.65

Total RES No. Total RES P (kW) Total RES Q (kVAr)
12 3001.88 1041.68

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 2795.11 −48.21
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1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

19 20 21 22
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PV

WP

Figure 14. Detailed Analysis—Scenario #2 solution.

Table 10. Detailed Analysis—Scenario #3.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No. CF Bus

No.
P

(kW)
Q

(kVAr)
Area
No. CF

3 302.00 240.30 1 18.22 4 138.10 201.44 1 37.45
7 0.00 185.93 1 18.23 5 0.00 0.34 1 34.83
8 286.26 0.69 1 18.22 6 295.82 0.00 1 38.30

15 329.57 83.68 2 18.02 9 2.59 35.75 2 34.72
30 292.83 239.42 2 18.05 11 271.94 64.90 2 38.66

13 89.00 0.00 2 38.86
18 154.66 0.00 2 38.89
33 207.03 0.00 2 38.60

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

5 1210.66 750.03 8 1159.15 302.43

Total RES No. Total RES P (kW) Total RES Q (kVAr)
13 2369.81 1052.45

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 2587.14 −51.98

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

19 20 21 22

23 24 25 26 27 28 29 30 31 32 33

S/S

Area #1 Area #2

PV

WP

Figure 15. Detailed Analysis—Scenario #3 solution.

In Figures 16–20 the impact on load, losses, Line Ampacity and Maximum and minimum Voltage
profiles are presented, using the detailed analysis, over the course of one day for all three scenarios.
In Figure 16 the daily load profile as seen from the Slack Bus is presented. It becomes apparent the
PV penetration via the Duck Curve effect and the WP penetration via the rapid variability. Evidently,
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in Scenario #2 the variance is more extreme (red line), since in this Scenario Area #1, that is, the area
closer to the Slack Bus, is promoting more WP than Area #2, with greater wind potential. The losses in
Figure 17, as expected, are reduced along with the maximum Line Ampacity of the period examined,
shown in Figure 18 for every scenario. The Maximum Voltage Profile, shown in Figure 19, with every
scenario is elevated above the 1 p.u. value, which is expected due to the RES penetration. However,
this occurs only by a small margin, reaching a maximum of 1.025 p.u. in Scenario #2, especially
considering the penetration percentage which, in terms of apparent generation to apparent load ratio,
amounts to 66.16%, 72.61% and 59.27% for Scenarios #1, #2 and #3, respectively. The Minimum Voltage
Profile is improved with every scenario approaching the 1 p.u., from a minimum of 0.90 p.u. in the
initial state to 0.93, 0.94 and 0.95 p.u. for Scenarios #1, #2 and #3 , respectively, as shown in Figure 20.

Figure 16. Detailed Analysis—Daily Load profile for all Scenarios.

Figure 17. Detailed Analysis—Daily Losses profile for all Scenarios.

Figure 18. Detailed Analysis—Line profile for all Scenarios.
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Figure 19. Detailed Analysis—Maximum Voltage profile for all Scenarios.

Figure 20. Detailed Analysis—Minimum Voltage profile for all Scenarios.

This detailed analysis, although it offers a more realistic approach, it has an important drawback;
computational burden and time. The more realistic the approach is, the more time it takes to reach
an optimal solution. For a time period of one year it took almost 20 days for the process to complete,
whereas for a single snapshot, as presented in Section 3.2 less than 40 min, i.e., 720 times less, using
the same computer system with the same settings. Even though, the ODGP, or ORESP, problem
addresses primarily DN planning and not operation, meaning that computation time is not considered
as important as the optimal solution, it still raises the question of whether a Golden Ratio approach
between time and optimal solution can be achieved.

In this paper, the idea would be to approximate the analytic and more realistic approach with
a single snapshot. For the RES variation approximation, the CF method, as previously discussed,
have been used, with the values being those presented in Table 11. These are the CFs mean values of
those areas for a whole year. As for the load variation, i.e., the load profiles, three approaches-snapshots
have been selected: the maximum load, the mean load and the 50% percent load.

Table 11. CFs considered for the single snapshot approach, according to scenarios.

Scenario Area#1 Area#2
PV WP PV WP

#1 17.56% 0.00% 10.69% 38.17%
#2 10.69% 38.17% 17.56% 0.00%
#3 17.56% 38.17% 17.56% 38.17%

The maximum load is selected since it depicts the maximum load demand that is expected to
be accommodated. The mean load as the average representation of the whole year and, as seen in
Figure 21, it covers almost 75% of the load snapshots of the annual load. The 50% value snapshot is
selected as an intermediate between the maximum and the mean value since it covers almost 98% of
the load snapshots of the annual load.
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Figure 21. Annual Load Profile in descending order with mean max and 50% values.

The solutions reached from those three snapshots in the three aforementioned scenarios and the
results of their implementation in the load and RES generation variation time-series are depicted in
Tables 12–20 and the respective Figures 22–30.

Table 12. Snapshot approach—Max Value—Scenario #1.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

2 0.00 −5.61 1 9 228.35 100.90 2
3 207.00 133.58 1 10 0.00 −11.25 2
4 0.00 21.72 1 11 0.00 4.2 2
5 180.65 33.13 1 12 236.15 123.26 2
6 369.35 169.18 1 15 0.00 37.60 2
15 481.38 −601.25 2 16 351.61 129.60 2
19 106.10 49.65 1 27 19.49 42.62 2
20 121.32 36.90 1 28 98.58 1.40 2
21 157.54 82.85 1 29 88.85 111.98 2
24 455.06 183.51 1 30 254.59 574.15 2
25 410.37 224.80 1 31 382.83 207.11 2

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

11 2488.75 328.46 11 1660.44 1321.58

Total RES No. Total RES P (kW) Total RES Q (kVAr)
22 4149.20 1650.04

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 6525.83 +20.78
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Figure 22. Snapshot Approach—Max Value—Scenario #1 solution.

Table 13. Snapshot approach—Max Value—Scenario #2.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

9 0.00 41.49 2 2 0.00 60.25 1
10 205.80 −81.56 2 4 0.00 82.32 1
11 0.00 288.34 2 6 260.98 68.46 1
12 0.00 −164.95 2 7 153.22 74.85 1
13 0.00 103.33 2 8 251.20 94.39 1
15 271.96 78.74 2 19 207.48 45.30 1
18 152.06 54.95 2 21 239.88 108.58 1
27 123.88 29.11 2 23 185.81 145.84 1
29 0.00 118.38 2 24 429.26 163.78 1
30 351.27 590.80 2 25 410.27 193.32 1
32 384.29 192.87 2

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

11 1489.24 1251.49 10 2138.10 1037.11

Total RES No. Total RES P (kW) Total RES Q (kVAr)
21 3627.34 2288.60

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 7906.66 +46.50

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

19 20 21 22

23 24 25 26 27 28 29 30 31 32 33

S/S

Area #1 Area #2

PV

WP

Figure 23. Snapshot Approach—Max Value—Scenario #2 solution.
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Table 14. Snapshot approach—Max Value—Scenario #3.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

4 229.22 138.26 1 6 135.67 133.00 1
7 242.77 74.90 1 9 191.17 89.33 2
9 429.13 73.30 2 10 136.92 69.69 2
10 1113.36 −326.92 2 13 82.47 46.30 2
13 563.41 133.97 2 14 218.43 105.12 2
18 171.79 66.04 2 19 309.13 67.36 1
20 75.01 40.09 1 21 172.65 80.60 1
21 45.80 −380.91 1 25 420.26 197.66 1
24 468.65 231.52 1 26 141.83 31.45 1
25 863.77 −486.96 1 30 378.56 687.04 2
32 377.78 193.35 2

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

11 4580.70 −243.35 10 2187.10 1507.55

Total RES No. Total RES P (kW) Total RES Q (kVAr)
21 6767.80 1264.20

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 8504.35 +57.85

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

19 20 21 22

23 24 25 26 27 28 29 30 31 32 33

S/S

Area #1 Area #2

PV

WP

Figure 24. Snapshot Approach—Max Value—Scenario #3 solution.

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

19 20 21 22

23 24 25 26 27 28 29 30 31 32 33
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Area #1 Area #2

PV

WP

Figure 25. Snapshot Approach—50% Value—Scenario #1 solution.
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Table 15. Snapshot approach—50% value—Scenario #1.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

2 100.40 −1.23 1 9 24.64 18.97 2
4 129.68 51.93 1 10 83.97 −17.58 2
5 0.00 33.76 1 12 0.00 54.25 2
8 132.23 64.48 1 13 9.28 16.16 2
19 0.00 47.10 1 14 108.57 27.08 2
20 138.60 56.82 1 15 34.60 24.17 2
23 66.59 21.69 1 18 76.08 31.30 2
24 159.93 120.82 1 27 164.60 61.88 2
25 253.92 88.43 1 30 180.72 346.38 2
33 320.10 201.15 2 32 139.34 66.75 2

33 50.35 24.73 2

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

11 1301.56 684.95 11 872.17 654.09

Total RES No. Total RES P (kW) Total RES Q (kVAr)
21 2173.73 1339.04

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 4473.61 −17.20

Table 16. Snapshot approach—50% value—Scenario #2.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

9 0.00 1.24 2 2 169.03 40.39 1
10 0.00 8.12 2 3 0.00 66.70 1
11 0.00 19.38 2 6 18.36 18.95 1
12 87.32 20.30 2 7 128.08 57.86 1
13 2.27 0.17 2 8 132.22 59.58 1
14 133.97 70.18 2 19 0.00 10.89 1
18 85.27 29.32 2 20 130.50 25.06 1
27 121.13 39.52 2 21 11.84 37.68 1
30 171.42 336.53 2 24 249.75 117.88 1
32 192.83 83.85 2 25 214.67 91.70 1
33 0.00 13.35 2

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

11 794.21 621.95 10 1054.44 526.70

Total RES No. Total RES P (kW) Total RES Q (kVAr)
21 2138.10 1037.11

Initial Energy Losses (ΜWh) Optimal Energy Losses (ΜWh) Energy Loss Reduction (%)
5397.17 4077.88 −24.44
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Figure 26. Snapshot Approach—50% Value—Scenario #2 solution.

Table 17. Snapshot approach—50% value—Scenario #3.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

4 135.38 77.18 1 2 0.00 45.20 1
7 196.23 87.35 1 8 118.49 56.10 1
11 156.97 −93.02 2 11 96.33 43.91 2
13 466.47 566.09 2 13 0.00 17.18 2
16 357.89 −498.36 2 14 103.04 47.10 2
17 370.10 −214.53 2 16 45.14 9.72 2
19 81.39 21.67 1 17 74.28 31.26 2
24 263.81 175.90 1 21 125.25 55.83 1
25 536.74 −750.00 1 24 236.14 113.20 1
30 196.98 348.60 2 25 210.52 99.71 1

32 192.16 96.41 2

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

10 2761.96 −279.11 11 1201.35 615.63

Total RES No. Total RES P (kW) Total RES Q (kVAr)
21 3963.31 336.52

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 5163.39 −4.16

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

19 20 21 22

23 24 25 26 27 28 29 30 31 32 33

S/S

Area #1 Area #2
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WP

Figure 27. Snapshot Approach—50% Value—Scenario #3 solution.
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Table 18. Snapshot Approach—mean value—Scenario #1.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

2 0.00 23.63 1 9 84.86 51.41 2
3 91.23 34.34 1 11 120.01 17.18 2
4 75.14 22.70 1 13 53.50 27.67 2
6 93.05 15.50 1 14 66.23 17.02 2
7 63.57 11.92 1 15 0.00 −0.74 2
15 107.74 −16.78 2 16 86.04 10.55 2
20 44.74 20.85 1 17 83.68 24.07 2
21 101.53 19.32 1 27 97.94 29.90 2
24 68.30 17.02 1 30 106.95 106.67 2
25 41.20 13.68 1 31 29.46 5.00 2
32 68.97 20.56 2 33 38.89 18.23 2

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

11 755.47 182.73 11 767.56 306.94

Total RES No. Total RES P (kW) Total RES Q (kVAr)
22 1523.03 489.68

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 3022.70 −44.06
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Figure 28. Snapshot—mean value—Scenario #1 solution.
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Figure 29. Snapshot—mean value—Scenario #2 solution.

In Table 21 a more concise or pivot results comparison table is presented with respect to the
energy losses and energy loss reduction that each snapshot approach reaches compared to the detailed
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analysis. Additionally, the RES penetration of each approach is provided in terms of apparent power
of RES generation to apparent power of load demand ratio. It can be concluded that the Max Value
approach gives the greatest penetration, even more than 100%, which leads to an increase in losses.
In contrast, the mean Value approach bears the closest resemblance to the detailed analysis, in terms
of energy losses and, if Tables 18–20 are taken into account and compared to Tables 8–10, solutions
as well.

Table 19. Snapshot Approach—mean value—Scenario #2.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

11 107.90 28.65 2 3 77.45 45.76 1
13 70.05 81.67 2 5 60.59 −15.72 1
14 66.63 −32.62 2 6 79.77 50.69 1
15 30.00 10.21 2 8 123.85 9.77 1
16 40.81 15.18 2 19 75.39 12.33 1
17 63.66 16.35 2 20 50.86 19.87 1
18 32.76 3.15 2 22 83.96 22.51 1
28 102.05 4.03 2 23 45.46 16.91 1
30 21.42 108.73 2 24 95.68 19.31 1
31 82.82 5.46 2 26 86.02 28.93 1
33 80.71 37.52 2

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

11 698.81 278.32 10 779.02 210.35

Total RES No. Total RES P (kW) Total RES Q (kVAr)
21 1477.82 488.67

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 3455.82 −35.97

Table 20. Snapshot approach—mean value—Scenario #3.

PV WP

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

Bus
No.

P
(kW)

Q
(kVAr)

Area
No.

2 96.82 −0.87 1 8 106.24 26.58 1
4 84.97 44.01 1 13 74.23 36.56 2
5 64.59 8.46 1 15 55.36 8.42 2
11 0.12 53.47 2 16 76.38 16.90 2
12 139.87 −12.88 2 19 45.25 26.04 1
15 45.43 −64.56 2 24 119.10 34.02 1
16 94.20 2.19 2 26 142.80 42.56 1
18 72.87 17.43 2 28 75.57 8.26 2
21 83.42 14.40 1 30 104.88 111.23 2
22 47.65 19.33 1 33 109.69 37.73 2
33 97.76 46,21 2

Total
No.

Total P
(kW)

Total Q
(kVAr)

Total
No.

Total P
(kW)

Total Q
(kVAr)

11 827.69 127.19 10 909.50 348.30

Total RES No. Total RES P (kW) Total RES Q (kVAr)
21 1737.19 475.49

Initial Energy Losses (MWh) Optimal Energy Losses (MWh) Energy Loss Reduction (%)
5397.17 2969.20 −44.87
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Table 21. comparison of snapshot approach with detailed analysis.

Approach Scenario #1 Scenario #2 Scenario #3

Energy
Losses (MWh)

Loss
Reduction (%)

RES
Penetration (%)

Energy
Losses (MWh)

Loss
Reduction (%)

RES
Penetration (%)

Energy
Losses (MWh)

Loss
Reduction (%)

RES
Penetration (%)

Detailed Analysis 2601.79 −51.85 66.10 2795.11 −48.21 72.65 2587.14 −51.98 59.29
Max Value 6525.83 +20.78 102.10 7906.66 +46.50 98.06 8504.35 +57.85 157.42
50% Value 4473.61 −17.20 58.37 4077.88 −24.44 49.76 5163.39 −4.16 90.95

mean Value 3022.70 −44.06 36.58 3455.82 −35.97 35.59 2969.20 −44.89 41.18
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Figure 30. Snapshot—mean value—Scenario #3 solution.

That is to say, when a single snapshot approach is made, instead of a detailed analysis, to the
ODGP, or ORESP problems, perhaps the mean value of the load should be considered instead of the
max value or the maximum load installed. Moreover, the CFs approach, proposed in this paper when
combined with the latter approach, it can provide results that are closer to reality than the Max Value,
or the 50% Value approach.

5. Conclusions

In this paper an innovative version of the Optimal Distributed Generation Positioning (ODGP)
problem is contemplated, namely the Optimal Renewable Energy Sources Positioning (ORESP)
problem. The integration of the Capacity Factor (CF) notion is introduced in order to face the
simultaneous installation of several Renewable Energy Sources (RESs) in a Distribution Network (DN),
and to take into account the geographical characteristics of the DN’s area, the weather conditions, and,
thus, the availability of RES generation. Thus, under the CF approach a simple and straightforward
scheme for determining the optimal mix of RESs is provided. The contribution in this case is the
proposition of a method that bypasses all the detailed analysis that considers load and generation
variation and diversity and provides and adequate solution with the most minimal computational
burden and much faster, in order to have a first estimation. The proposed CF use in this paper,
especially when the mean value of the load profile of a DN is being considered, is examined in order
to find whether it bears results that are closer to a detailed analysis, and, consequently, closer to the
reality. To verify this, the analysis is expanded to a new level where detailed time series about solar
irradiance and wind speed are considered in order to provide more accurate values about the CFs.
Moreover, load variations are also taken into account in terms of both DN’s aggregated load alterations
and of load composition variations. The latter is crucial since it is expected to significantly affect the
siting of the RES units and thus, the provided solution could be faced as an optimal one regarding
the whole time period under investigation and not regarding an operational status with fixed load
composition. The analytical approach involves numerous data and it is time consuming since based on
the time step about the loading, irradiance and wind speed time series, a large number of sequential
sub-problems should be solved. Each of this sub-problems is faced as a snapshot with fixed load
composition and subject to this initial data the optimal siting and sizing of RES should be determined.
Rationally, for different snapshots different solutions are expected to be delivered. Therefore, in this
analysis apart from the detailed approach, an additional one that considers mean loading values is
also examined. The goal here is to investigate whether a solution under low computational burden
could be proved to be efficient enough and yield energy loss reduction that, although not optimal,
it could still be considered efficient enough to justify the simplification adopted. The results verify
that this latter approach constitutes an efficient alternative that provides good solution under rational
computational time.
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